
LVL TIMBER BOX
BEAM. REFER TO
STRUCT. DWGS. &
DWGS. AR6205 TO
6212

CONTINUOUS 12MM
X 12MM REVEAL

CONTINUOUS 12MM
X 12MM REVEAL

COLD-FORMED
STEEL FRAME
TIE-IN TO
COFFERED CEILING
FRAMING

FRT TIMBER
BLOCKING AS
REQUIRED

HUNG ON Z-CLIPS

STUDIO SIDE HALL SIDE

TIMBER VENEER
SOFFIT PANEL

20MM SHADOWLINE,
TYP.

25MM THK.
FIRE-RATED
ACOUSTIC
INSULATION
SYSTEM

25

SMOKE SEALANT

STUDIO SIDE

15MM THK. PLYWOOD SUBSTRATE

11
00

FLOWBAR LINEAR ARCHITECTURAL
CEILING DIFFUSER

HALL SIDE

TIMBER JOIST WITH SOUND
ATTENUATION INSULATION

STEEL BEAM. REFER TO
STRUCTURAL DWGS.

COLD FORMED STEEL FRAME AS
REQUIRED W/ SOUND

ATTENUATION BATT INSULATION

25MM THK.
FIRE-RATED
ACOUSTIC INSULATION
SYSTEM

STEEL PLATE. REFER TO STRUCT. DWGS.

METAL FLOOR DIVIDER STRIP

FRAMELESS GLASS ENTRY DOOR W/ PIVOT HINGES

DRYWALL CORNER TRIM, TYP.

METAL CEILING DIVIDER STRIP

PATCH FITTING & COVER BEYOND

RECESSED FLOOR CLOSER BEYOND

PATCH FITTING & COVER BEYOND

CONCEALED OVERHEAD DOOR
PIVOT AS REQUIRED

GLASS HIGHLITE

FRAMELESS GLASS ENTRY DOOR W/ PIVOT HINGES

45MM X 37MM X3.2MM ALUMINUM GLAZING
CHANNEL ALONG WINDOW HEAD

PATCH FITTING & COVER BEYOND

NEOPRENE SPACER

SILICONE SEALANT

LVL BOTTOM FLANGE. SEE STRUCTURAL
DWGS.

86

SPRINKLER HEAD

METAL TUBE W/ POLISH
ALUMINUM FINISH TO MATCH
LIGHT FIXTURE CASING

12MM THK. FRT PLYWOOD SHEATHING
MOUNTED TO UNDERSIDE OF STEEL BEAM

100

15
VA

RI
ES

ALIGN

PROVIDE BLOCKING AS REQUIRED

UNISTRUT FRAMEWORK AS
REQUIRED FOR SUSPENDING
COFFER CEILING

SPRINKLER DISTRIBUTION PIPE.
REFER TO F.S. DRAWINGS

TYPICAL: EXPOSED CORE
EDGE

100

SATELLITE LED
EMERGENCY LIGHT
POWER PACK

METAL TUBE W/
POLISH ALUMINUM
FINISH TO MATCH LIGHT
FIXTURE CASING

SATELLITE LED EMERGENCY
LIGHT MOUNTED ON
UNDERSIDE OF CYLINDER

12MM THK. FRT
PLYWOOD SHEATHING
MOUNTED TO UNDERSIDE
OF STEEL BEAM

15
25

0

UNISTRUT FRAMEWORK
AS REQUIRED FOR
SUSPENDING COFFER
CEILING

PROVIDE BLOCKING AS REQUIRED

ON 25MM AIR SPACE

FLOOR GRILLE

13MM PLASTERBOARD ON 92MM METAL STUDS

600MM X 600MM ACCESS PANEL W/
PUSH-TO-CLOSE & PUSH-TO-OPEN CATCHER
LATCH - 'SOUTHCO' MODEL E4 CATCHER LATCH
OR APPROVED EQUAL

18MM THK. @ REMOVABLE PANEL

1.6MM THK. ALUMINUM BAR STOCK
TRIM TO MATCH ADJACENT ALUMINUM
ANGLE TRIM

3 
MM

, T
YP

.

PTD. FRT TIMBER TRIM AROUND OPENING

3MM, TYP.

TONGUE & GROOVE JOINT, TYP.
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